
ON-A-WALL DRINKING FOUNTAIN
F100

Suggested Specification 
Model F100 is a non-refrigerated drinking fountain. Cabinet finish 
shall be brushed stainless steel. Shall comply with ANSI 117.1. 
Shall be listed by Underwriters Laboratories to US and Canadian 
standards. Shall comply with ANSI/NSF 61 and NSF/ANSI 372.

Finishes 
Standard cabinet finish: Stainless steel

Installation
•• Prior to roughing consult with local, state and federal codes for proper 

mounting height
•• Shipped with complete instructions and wall mounting bracket

Limited 1-Year Warranty
(Continental limits of the United States and Canada)
One year from date of installation on parts only

Export Warranty
One year on components parts. Detailed warranty 
certificate enclosed with each drinking fountain; 
sample copy available upon request.

  .

Models 
F100 is a non-refrigerated drinking fountain.

Standard Features
•• Dial-A-Drink® bubbler
•• Waterways are Lead-Free in materials & construction
•• Stainless steel surface 
•• Anti-Splash Ridge
•• Easy-To-Clean integral strainer grid
•• Bottom cover plate

Certifications/Compliance
•• Oasis International Electric Water Coolers are listed by  

Underwriters Laboratories Inc. and comply with both U.S.  
and Canadian Requirements.
•• Product Certified to NSF/ANSI Standard 61-G & 372 and  

conforms with the lead content requirements for “Lead Free”  
plumbing as defined by California, Vermont, Maryland, and 
Louisiana state laws and the U.S. Safe Drinking Water Act.

Physical Dimensions In Inches

Model Style Height Width Depth Extended From Wall Net Wight Approx.
F100 On-A-Wall 8 7/8” 17” 13 5/32” 13 5/32” 15 lbs
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