
VersaFilter III.
The OASIS VersaFilter III is the next evolution in the 
VersaFilter System.  The VersaFilter III’s small footprint and 
high capacity makes it ideal for water cooler applications.

VersaFilter III combines carbon and other unique media to 
provide high quality great tasting water.
• Reduces the occurrence of lead, cyst, chlorine and odor
• Improves the taste and appearance of drinking water
• Provides water that is virtually free of sediment, dirt and rust 
• High dirt-holding capacity reduces the number of filter 

changes per year
• Inhibits the build-up of scale and corrosion
• Automatic shut-off valve inside the head engages as filter is 

inserted or removed
• Certified to NSF/ANSI 53 and 42 to 4,750 gallons
• Assembled in the USA
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Operating Specifications
Max Temp:             100°F (38°C)
Flow Rate:              1.5 gpm (5.68 Lpm)
Max Pressure:       125 psi (8.6 bar)
Capacity:                4,750 gals (17,980L)
Service Life:           12 months
Sediment:              Down to nominal 0.5 microns

Cartridge 041145-001, when used in the VersaFilter III system is tested and 
certified by IAPMO R&T Lab and IAPMO R&T against NSF/ANSI 42 for the 
reduction of Chlorine, Taste and Odor and Particulate Class I; NSF/ANSI 53 for 
the reduction of Cyst and Lead; as verified and substantiated by test data

Replacement Cartridge: Part #041145-001


